RUSSIAN:

1.Pa30upaem acuK M BBITACKHBAE€M KOHTPOJIBHYIO IJIATy YTOOBI
MOSIBIIICS TOCTYN K SD THE31y, MOXXHO OTKJIFOYNTH MUTaHUE (OIUH) OT
BCE€ XOIII IJIaT U UHTEPHET U OCTABUThH MUTAHUE KOHTPOJbHOM IIaThI

IIpH KCIIAaHNN

2.BeIkiTrouaeM nMUTaHUE U TIEPECTABIIIEM JKaMIlepa Ha KOHTPOJIbHOMN
njiaTe

HM3HayanbHO Ha KOHTPOJIBKE JoKaMIIepa CTOAT BOT Tak.
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3. Bximtouaem KoHTpOJIbKY ¢ BOTKHYTOM SD kapTtoi u sxaem 60 cekyH
710 Hayaja MOPTaHMs CBETOIUO/IOB.

4. BrIkJTFOYaeM acHK , BRITaCKUBaeM (hJICIIKY , IepecTaBysieM JKamIepa
00paTHO M cCOOMpaEM acHUK

5. Ha acuke O0yner ycranoBieHna npommubka VNISH



ENGLISH:

1. We disassemble the ASIC and pull out the control board so that
access to the SD slot appears, you can turn off the power (6pin) from
all the hash boards and the Internet and leave the power to the
control board if desired

2. Turn off the power and rearrange the jumpers on the control
board Initially, the jumper controls are like this:




We put them in this position:
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3. Turn on the control board with an inserted SD card and wait 60
seconds before the LEDs blink.

4. Turn off the ASIC, pull out the USB flash drive, rearrange the
jumpers

5. VNISH firmware is installed



